


DIGITAL CONTROL PANEL:

Digital control panel and display of 
all engine functions is conveniently 
located for operational ease.

CAMERA MONITOR:  

The Model 5500 is equipped with cameras to 
allow the operator a clear view of the screen bed/ 
conveyor system as well as behind the machine.





Digger point depth and conveyor are 
controlled with an ergonomic control 
lever.

Quickly return to preset depth with the 
push of a single button on the front of 
the control.

www.cherrington.net  



CHERRINGTON’S LIFT AND SCREEN RESULTS



THE PROOF 
IS IN THE 
HOPPER



Cherrington’s sifting screen uses a high speed 
hydraulic elliptical motor to produce a short, but 
intense, movement to the screen.  

The screen frame and elliptical motor are mounted 
on aircraft quality rubber isolators and attached to 
the screen.  These isolators allow the exact amount 
of movement needed to the sifting screen, but no 
vibration to the frame.   

This innovative system easily screens all types of 
sand immediately returning the screened sand for 
a perfect beach.



We have combined the proven Cherrington Lift and Screen Method with state of the art technology and a 
modern, innovative design to bring you the new Model 5500 Beach Cleaner. 

Like the Model 5000, the Model 5500 is a self-propelled beach cleaner with unparalleled 
manueverability, but now with enhanced operator comfort and ease of operational 
control. The Model 5500 also has a single screen with a more e!cient and quieter 
oscillating system for debris/sand separation,  a larger hopper and improved traction.



Only three grease points on the entire 
conveyor system. 

Direct drive hydraulic motor eliminates the 
need for a secondary chain drive.



Nighttime Operating Lights Pressurized, Air-Conditioned Cab





Screens are available in a variety of 
sizes from 3/8” (9mm) to 1” (25mm).

Screens can be easily changed 
in 1-2 man hours.

Much of the debris is below the beach surface and 
only by screening can items like these be removed, 
such as coral, cigarette !lters, glass, and bottle caps.

Photo shows debris removed at a 
Cherrington demonstration.







UNPARALLELED EFFICIENCY  
Only Cherrington does it all in One Pass.  With Cherrington’s Lift and Screen system, 
the sand is thoroughly screened of all debris from 3/8” (9mm) to 10” (254mm) in 
diameter in one e!cient pass.

EXCEPTIONAL RESULTS  
On wet or dry sand; on the upper beach or along the tideline - Cherrington collects 
the unwanted coral, rocks, seaweed and trash in the hopper while quickly returning 
the sand to the beach.

LOW MAINTENANCE  
With Cherrington’s "xed screen design and carbide wear points, you get the advantage 
of the screening process without the stretching and excessive maintenance costs of 
machines with revolving belts.  



Standard 1.5 yd3 (1.1 m3)  Hopper;  Optional 1.8 yd3 (1.3 m3) Hopper

Screen/Conveyor View and 
Backup View Cameras
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