
 

自走式樹枝粉碎機 
WE-HI2001 

 
Low engine load & high durability  

Easy to detatch crushing part  

Crawler type allows you operating in steep slop 
 

規格說明  
(Specifications) 
尺寸 

(Dimension) 
1700x870x1300 

重量 

(Weight ) 
430kg 

尺寸 

(Measurement) 

驅動類型 

(Driving Type) 
Caterpillar 

傳輸步驟 

(Transmission Step) 
Forward 3 Step/Backward 2 Step 

驅動部分 

(Driving Part) 發動機輸出功率 

(Engine Output) 
SKD-11 

破碎類型 

(Crushing Type) 

鋸片切割 

Saw blade cutting 

破碎尺寸 

(Crushing Size) 
MAX. 70mm 

破碎部分 

(Crushing Part) 

破碎能力 

(Crushing Capacity) 
2~12 

 

 

A Division of Ken-Ding Group 
瑋洲企業有限公司 

地址: 台灣高雄市前鎮區武德街 135 巷 24 號 

信件請寄 : 高雄市郵政信箱 1394 號 

Tel：07-7169249       Fax：07-2134620 

Weizhou International Co., Ltd 
Address : No. 24, Lane 135 Wu-de St., Kaohsiung City, Taiwan ROC  80647

Mailing : P. O. Box 1394 kaohsiung City. Taiwan ROC 

Tel：886-7-7169249       Fax：886-7-2134620 

E-MAIL：agri-machine@weizhou.com.tw 
http://www.weizhou.com.tw/Agrimachine/i-chipper/Index.htm 

QQ：1467808036     SKYPE：service450429    LINE：weizhou1995 
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