
P600T | 60 HP
P750T | 75 HP

多功能(推高機-鏟裝機-懸吊機)
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P600T P750T

Engine type/make: C2.2T CATERPILLAR® C3.4T CATERPILLAR®

Power at 3000 rpm: 44,5 kw (60 HP) 55,4 kw (75 HP)

Cylinder capacity: 2,216 L 3,4 L

Certification: Tier 4 Final, stage III B Tier 4 Final, stage III B

Voltage - Battery: 12V - 70Ah 12V - 100Ah

Speed:  0/25 km/h  0/25 km/h

Tank capacity: Oil 60 L - Diesel 65 L Oil 60 L - Diesel 65 L

Hydrostatic pressure at max. speed: 420 bar 420 bar

Hydraulic Flow/Pressure 
at max. speed:

89 L/min / 200 bar 89 L/min / 200 bar

Tyres: 500/45 x 20 (N-50) 500/45 x 20 (N-50)

Weight without accessories: 5200 kg 5350 kg

Pulling force: 3200 daN 3400 daN

Tipping load in straight position 
with pallet forks (COG* 500 mm):

2990 kg 3080 kg

Tipping load in articulated position 
with pallet forks (COG* 500 mm):

2250 kg 2350 kg

Datas and pictures are not contractuals. Can be modified without prior notice.

TECHNICAL SPECIFICATIONS DIMENSIONS

* Center of gravity

500 mm

CDG*

500 mm

CDG*

Load capacity on rough condition (60% of tipping load)

瑋洲企業有限公司
地址：台灣高雄市前鎮區武德街135巷24號
信件請寄：高雄市郵政信箱1394號
Tel：07-7169249    Fax：07-2134620
E-MAIL：eng-machine@weizhou.com.tw 
http://www.weizhou.com.tw/Engmachine/telehandler/index.htm
Line：weizohu1995  Skype：service450429  QQ：1467808036




